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	Section 2: Offer Checklist
To assist offerors in preparation of proposals, the following checklist summarizes the documentation to include an offer in response to this RFQ:

□ Cover letter, signed by an authorized representative of the offeror (see Section 4 for template)

□ Official quotation, including specifications of offered equipment (see Section 3 for example format)

□ Federal Funding Accountability And Transparency Act (FFATA) Subaward Reporting Questionnaire, signed by an authorized representative of the offeror (see Section 5 for questionnaire)
□ Copy of offeror’s registration or business license (see Section 1.5 for more details)
Section 3: Specifications and Technical Requirements

Please see the table below.
Section 4: Offer Cover Letter
The following cover letter must be placed on letterhead and completed/ signed/ stamped by a representative authorized to sign on behalf of the offeror:

To: USAID Democratic Governance East Activity Program (DG-East) in Ukraine 
Reference:  RFQ № MAR-032-G-011-2020-3
To Whom It May Concern:

We, the undersigned, hereby provide the attached offer to perform all work required to complete the activities and requirements as described in the above-referenced RFQ. Please find our offer attached.

We hereby acknowledge and agree to all terms, conditions, special provisions, and instructions included in the above-referenced RFQ. We further certify that the below-named firm—as well as the firm’s principal officers and all commodities and services offered in response to this RFQ—are eligible to participate in this procurement under the terms of this solicitation and under USAID regulations.
Furthermore, we hereby certify that, to the best of our knowledge and belief:

· We have no close, familial, or financial relationships with any Chemonics or DG-East; project staff members;
· We have no close, familial, or financial relationships with any other offerors submitting proposals in response to the above-referenced RFQ; and
· The prices in our offer have been arrived at independently, without any consultation, communication, or agreement with any other offeror or competitor for the purpose of restricting competition.
· All information in our proposal and all supporting documentation is authentic and accurate.
· We understand and agree to Chemonics’ prohibitions against fraud, bribery, and kickbacks.

We hereby certify that the enclosed representations, certifications, and other statements are accurate, current, and complete.

Authorized Signature: 




Name and Title of Signatory: 



Date: 






Company Name: 




Company Address: 




Company Telephone and Website: 


Company Registration or Taxpayer ID Number:
Company DUNS #: 




Does the company have an active bank account (Yes/No)? 





Official name associated with bank account (for payment): 





Section 5: Federal Funding Accountability And Transparency Act (FFATA) Subaward Reporting Questionnaire
If the offeror is selected for an award valued at $30,000 or above, and is not exempted based on a negative response to Section 3(a) below, any first-tier subaward to the organization may be reported and made public through FSRS.gov in accordance with The Transparency Acts of 2006 and 2008. Therefore, in accordance with FAR 52.240-10 and 2CFR Part170, if the offeror positively certifies below in Sections 3.a and 3.b and negatively certifies in Sections 3.c and 3.d, the offeror will be required to disclose to Chemonics for reporting in accordance with the regulations, the names and total compensation of the organization’s five most highly compensated executives. By submitting this quotation, the offeror agrees to comply with this requirement as applicable if selected for a subaward.
In accordance with those Acts and to determine applicable reporting requirements, Company Name certifies as follows:

a) In the previous tax year, was your company’s gross income from all sources above $300,000?

 Yes  No     

b) In your business or organization's preceding completed fiscal year, did your business or organization (the legal entity to which the DUNS number belongs) receive (1) 80 percent or more of its annual gross revenues in U.S. federal contracts, subcontracts, loans, grants, subgrants, and/or cooperative agreements; and (2) $25,000,000 or more in annual gross revenues from U.S. federal contracts, subcontracts, loans, grants, subgrants, and/or cooperative agreements?: 

 Yes  No

c) Does the public have access to information about the compensation of the executives in your business or organization (the legal entity to which the DUNS number it provided belongs) through periodic reports filed under section 13(a) or 15(d) of the Securities Exchange Act of 1934 (15 U.S.C. 78m(a), 78o(d)) or section 6104 of the Internal Revenue Code of 1986? (FFATA § 2(b)(1)): 

 Yes  No 

d) Does your business or organization maintain an active registration in the System for Award Management (www.SAM.gov)?

 Yes  No     
I hereby certify that the above statements are true and accurate, to the best of my knowledge.

Authorized Signature: 





Name and Title of Signatory: 



Date: 






	


Розділ 3: Технічні характеристики та технічні вимоги/

 Section 3: Specifications and Technical Requirements
У таблиці нижче наведені технічні вимоги до товарів/ послуг. Учасники тендеру повинні подати пропозиції, що містять відповідну інформацію на фірмовому бланку або відповідно до офіційного формату пропозиції. Якщо це неможливо, учасники тендеру можуть заповнити Розділ 3 та подати його з підписом/печаткою до Кімонікс./
The table below contains the technical requirements of the commodities/ services. Offerors are requested to provide quotations containing the information below on official letterhead or official quotation format. In the event this is not possible, offerors may complete this Section 3 and submit a signed/ stamped version to Chemonics. 









































































































 Зупинка громадського транспорту та Інформаційні табло / Public Bus Stop and Information Boards                                                                                                                                                                               Всі ціни в грн. без ПДВ/ All prices in UAH without VAT
Дщ
	Пункт/
Line Item 
	Опис та технічні характеристики / 

Description and Specifications
	Одиниця виміру/ 

UOM
	Кількість одиниць/

Quantity 
	Пропоновані елементи та технічні характеристики/ 

Items and Specifications Offered
	Ціна за од., грн./ Unit Price, UAH
	Всього, грн./ Total Price, UAH

	1
	 Інформаційне табло ГРАН СВД ЗН-СН-Y 128x4x10 VD (див додаток 2) або аналогічне 

	Information Board ГРАН СВД ЗН-СН-Y 128x4x10 VD (refer to attachment 2) or equal  

	шт/ pcs
	12  
	
	
	

	2
	Павільйон очікування з сонячними панелями на даху згідно спец-ї (див додаток 2) або аналогічний 


	Waiting pavilion with solar batteries on top according to specs (refer to attachment 2) or equal  


	шт/ pcs
	1
	
	
	

	3
	Інформаційний стенд згідно спец-ї (див додаток 2) або аналогічний
	Information stand   according to specs (refer to attachment 2)  or equal  


	шт/ pcs
	1
	
	
	

	4
	Контейнер для піску згідно спец-ї(див додаток 2) або аналогічний

	Container for sand   according to specs(refer to attachment 2) or equal  


	шт/ pcs
	1
	
	
	

	5
	Лавка очікування згідно спец-ї (див додаток 2)або аналогічний

	Bench according to specs (refer to attachment 2)  or equal
	шт/ pcs
	1
	
	
	

	6
	Урна (сміттєва корзина)  згідно спец-ї (див додаток 2) або аналогічний

	Trash Bin according to specs (refer to attachment 2) or equal
	шт/ pcs
	1
	
	
	

	Разом, UAH/ Subtotal, грн.:
	

	Інші витрати (вкажіть:______________________)/ Other Costs (Describe:______________________):
	

	ВСЬОГО, грн. без ПДВ / GRAND TOTAL, UAH excluding VAT:
	


Delivery and installation time (after receipt of order) / Термін доставки та інсталяції (після отримання замовлення): ________ calendar days/ календарних днів

Length of warranty on offered equipment   / Термін дії гарантії на запропоноване обладнання: ________ years/років

Location of service center(s) for after-sales service, including warranty repair and troubleshooting lead time during warranty period / Розташування сервісного центру(ів) для після продажного обслуговування, у тому числі гарантійного ремонту та термін усунення несправностей під час гарантійного строку: ________________________

The prices quoted above remain fixed for the next sixty (60) days:/ Ціни надані зверху залишаються незмінними протягом наступних шістдесяти (60) днів:   _________Yes/ Так
           _________No/ Ні
                                                                                                                                  ATTACHMENT 2 / ДОДАТОК 2
DETAILED SPECIFICATION OF BUS STOP / ДЕТАЛЬНА СПЕЦІФІКАЦІЯ НА ЗУПИНКУ ГРОМАДСЬКОГО ТРАНСПОРТУ
	№ з/п
	Найменування розділу
	Зміст
	Кількість
	Примітки

	1.
	
	Загальні відомості
	
	

	1.1
	Призначення і мета
	Зупинка громадського  транспорту - спеціально відведене громадське місце, призначене для посадки/висадки пасажирів рейсового наземного громадського транспорту (автобус, тролейбус, трамвай, маршрутне таксі).
	
	Встановлення павільйону очікування виконати у відповідності з чинним законодавством щодо 
забезпечення прав громадян з обмеженими можливостями

	1.2
	Перелік товарів  для виконання робіт
	Павільйон очікування з найменуванням (1 шт.),

Щит для розкладу маршруту проходження громадського транспорту (1шт.)  

інформаційний стенд (1 шт.), 

контейнер для піску (1шт)

лавка очікування (1шт)

урна (сміттєва корзина) (1  шт.)
	1 комплект
	 

	2.
	
	Вимоги до закупаємих товарів
	
	

	2.1
	Кількість Товарів,  які будуть використовуватись при виконанні робіт
	Технічні параметри:

Павільйон очікування:

розбірна металоконструкція складається: 

-труба квадратного перетину

(ГОСТ 8639 – 82, 13663-86)                                       не менше 100х100х5 мм;

- сталь кутова  (ДСТУ 2251-93)

не менше 25х25х4; 

- труба профільна  (ГОСТ 8639 – 82, 13663-86)                                                не менше 30х30х2мм;

- труба сталева, діаметр 

(ГОСТ 3262-75)

не менше76х8 мм. 

Лавка:

 – дерев'яна, з нанесенням захисного покриття; 

задня і бічна огорожа: 

–безпечне розжарюване скло повинно виготовлятись згідно з вимогами даного стандарту ДСТУ Б В.2.7-110-2001

(ГОСТ 30698-2000), а саме: площинність листів скла,  прямолінійність, відсутність тріщин, подряпин, відколів, механічно міцне, термостійке и т.д. Показники механічної міцності, термостійкості, клас захисту і оптичних характеристик скла повинні підтверджуватись результатами випробувань у випробувальних центрах, акредитованих на право їх проведення. 

Товщина скла, мм

не менше 10. 

Дах:

каркас металевий; 

тип покриття:

-тонований стільниковий полікарбонат,

товщина,  мм 

не менше 10; 

система кріплення:  

- гумові ущільнювачі і алюмінієві притискні планки;

стійкі (металеві):

- труба квадратного перетину, мм 

(ГОСТ 8639 – 82, 13663-86)                                       

не менше 100х100х5;

кріплення стійок

- анкер на з/б фундаменти

ГОСТ 24379.1-80

не менше М24;

габаритні розміри павільйону:

довжина, мм 

не менше 5500 

ширина, мм

не більше 1800 

висота, мм

не більше 2455  

металеві поверхні оброблені шляхом:

- прямого оцинкування газотермічним або гальванічним методом  (не допускається нанесення цинк наповнених ґрунтів та емалей); 

- полімерне порошкове покриття

(ГОСТ 9.410-88)

(фарба-RAL 7022) (або еквівалент);

необхідно передбачити маркування огороджувальних конструкцій павільйону очікування для людей з обмеженими можливостями

Інфобокс:

встановлюється з одного боку павільйону по узгодженню з Замовником 

каркас просторовий

труба квадратного перетину

(ГОСТ 8639–82, 13663-86) 

не менше 30х30х2мм;

обшивка 

композитний лист, товщина

не менше 3 мм;

 інформаційний вкладиш з двох сторін (повно кольоровий друк на вологостійкої папері) захисна накладка на інформаційний вкладиш - листовий монолітний полікарбонат прозорий товщиною, мм

не менше 3 (з двох сторін);
створки боксу з обох сторін оснащені поворотним механізмом з фіксатором, відкриваються в гору 

Найменування павільйону

Інформаційна вивіска: композитний матеріал Dibond (або аналог)

товщина, мм

не менше 3;

літери: 

листовий акрил

товщина, мм

не менше 4;

Каркас вивіски

труба квадратного перетину

(ГОСТ 8639–82, 13663-86) 

20х20х2 мм 

Кріплення вивіски до вітрової планці павільйону: 

болти М10, шт

не менше – 2

Щит для розкладу маршруту проходження громадського транспорту з маркуванням місцезнаходження конкретного павільйону очікування:

загартоване  скло товщина, мм

не менше  6

лист гуми:

товщина, мм

не менше 1

система кріплення:  

- гумові ущільнювачі і алюмінієві притискні планки;  
Інформаційний стенд:

каркас металевий:

- труба профільна                         (ГОСТ 8639-82, 13663-86)

не менше 60х60х3 мм;

- кут сталевий (ДСТУ 2251-93)

не менше 25х25х3 мм;

- лист металевий (ДСТУ 2651-2005/

ГОСТ380-2005)

Товщина, мм

не менше 3

поверхня для оголошень/афіш:

- гетинакс або бакелітова фанера

 товщина, мм

не менше 10;

габаритні розміри щита стенду, мм

не більше h=860хL=1200;  

металеві поверхні оброблені шляхом:

- прямого оцинкування газотермічним або гальванічним методом  (не допускається нанесення цинк наповнених ґрунтів та емалей); 

- полімерне порошкове покриття

(ГОСТ 9.410-88)

(фарба-RAL 7022) (або еквівалент встановлюється інформаційний стенд:

- анкер на з/б фундамент                  (ГОСТ 24379.1-80)

не менше М24;

габаритні розміри інформаційного стенду:

ширина, мм

не менше 1560

висота, мм

не менше 2010 

Контейнер для піску:

лист металевий (ДСТУ 2651-2005/

ГОСТ380-2005)

товщина, мм

не менше 2

каркас: 

труба профільна

(ГОСТ 8639-82, 13663-86)

не менше 20х20х2 мм;

кріплення контейнеру:

- анкер на з/б фундамент                  (ГОСТ 24379.1-80)

не менше М24;

металеві поверхні оброблені шляхом:

- прямого оцинкування газотермічним або гальванічним методом  (не допускається нанесення цинк наповнених ґрунтів та емалей); 

- полімерне порошкове покриття

(ГОСТ 9.410-88)

(фарба-RAL 7022) (або еквівалент)

габаритні розміри контейнеру:

ширина, мм

не більше 700  
висота, мм

не більше 800  
глибина, мм 

не більше 500  

Лавка очікування:

– дерев'яна, з нанесенням захисного покриття;
-труба квадратного перетину (ГОСТ 8639-82), мм 

не менше 100х100х5;

- анкер на з/б фундаменти                 (ГОСТ 24379.1-80)

не менше М24

- кут сталевий (ДСТУ 2251-93), мм 

не менше 45х45х3;

- лист металевий (ДСТУ 2651-2005/ГОСТ 380-2005):

Товщина, мм

не менше 6;

металеві поверхні оброблені шляхом:

- прямого оцинкування газотермічним або гальванічним методом  (не допускається нанесення цинк наповнених ґрунтів та емалей); 

- полімерне порошкове покриття

(ГОСТ 9.410-88)

(фарба-RAL 7022) (або еквівалент;
Габаритні розміри: 

Довжина, мм

не менше 3000  

ширина, мм

не менше 400 

висота, мм

не менше 560

Урна (сміттєва корзина):

стійка: 

- труба сталева (3262-75), 

діаметр, мм 

не менше Dy 25х2,5; 

корзина:

-лист перфорований (ГОСТ 14818-80)                                                    товщиною, мм

не менше 1

встановлюється урна (сміттєва корзина):

- анкер на з/б фундамент                       (ГОСТ 24379.1-80)

не менше М24;

металеві поверхні оброблені шляхом:

- прямого оцинкування газотермічним або гальванічним методом  (не допускається нанесення цинк наповнених ґрунтів та емалей); 

- полімерне порошкове покриття

(ГОСТ 9.410-88)

(фарба-RAL 7022) (або еквівалент; 

габаритні розміри:

ширина, мм  

не менше 438  

висота, мм

не менше 974  
	
	

	2.2
	Гарантійний термін
	На металеві конструкції Товару гарантійний термін експлуатації не менше - 120 місяців з дати  приймання робіт. 
Гарантійний термін на оцинковане і полімерне покриття не менше 60  місяців з дати  приймання робіт.
	
	

	2.3
	Гарантія якості товару
	Враховуючи те що павільйон очікування є відповідальною конструкцією, витримуючий вітрові снігові та інші навантаження,    обов’язковою умовою є наявність сертифікату відповідності на павільйон очікування, встановленого зразка. У ціновий пропозиції надати відскановану копію сертифіката відповідності  з підписом уповноваженої особи, завірену мокрою печаткою виробника та гарантійний лист виробника про можливість поставки,  а також надати копію першої сторінки та сторінок з кресленням або ескізом що містять інформацію про технічні параметри, технічних умов  внесених до єдиної бази ТУ України або іншої нормативно-технічної документації та державних стандартів  згідно яких виробляється  павільйон очікування. Надати довідку у довільній формі з описом технології за якою виконується оцинкування металевих поверхонь , з посиланням на технологічну документацію, та додати копію ТУ внесених до єдиної бази України або іншій дійсний державний стандарт, за яким виконується операція. 

Згідно вимог закону України «Про забезпечення санітарного та епідемічного благополуччя населення» продукція яка потенційно може завдати шкоду людині має безпосередній контакт з людиною повинна проходити санітарно-епідеміологічну експертизу. 

На павільйон очікування, у складі тендерної документації, надати копію висновка державної санітарно-епідеміологічної експертизи. 

Надати  копію протоколу випробувань несучої здатності, або розрахунки несучої здатності виконані сертифікованим фахівцем.  

Надати  завірену мокрою печаткою виробника копію сертифікат відповідності системи управління якості вимогам ДСТУ ISO 9001:2015. При наявності власного виробництва  учасник надає копію атестату виробництва встановленого зразку. 

Не виконання вищезазначених умов, є підставою для відхилення пропозиції 
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	#
	Section Title
	Description
	Quantity
	Notes

	1.
	
	General information
	
	

	1.1
	Purpose and aim
	Public transport stop is a specially designated public place intended for boarding/disembarking passengers of regular land public transport (bus, trolleybus, tram, minibus).

	
	The installation of the waiting pavilion should be performed considering the current legislation on

ensuring the rights of people with disabilities

	1.2
	The list of goods for the implementation of work 
	Waiting pavilion with the title of the stop (1 piece),

Information board for the schedule of the public transport (1 piece)

Information stand (1 piece),

Sand container (1piece)

Waiting bench (1piece)

Waste bin (trash can) (1 piece)
	1 set
	

	2.
	
	Requirements for purchased goods 
	
	

	2.1
	Number of goods to be used in the implementation of work
	Technical parameters:

Waiting pavilion:

The sectional metal structure consists of:

-pipe of square section

(GOST 8639 - 82, 13663-86) not less than 100х100х5 mm;

- angular steel (DSTU 2251-93)

not less than 25x25x4;

- profile pipe (GOST 8639 - 82, 13663-86) not less than 30х30х2mm;

- steel pipe, diameter

(GOST 3262-75)

not less than 76x8 mm.

Bench:

 - wooden, with a protective coating;

back and side railing:
- safety heat resistance glass must be manufactured in accordance with the requirements of this standard DSTU B B.2.7-110-2001 (GOST 30698-2000), namely: the flatness of sheets of glass, straightness, absence of cracks, scratches, chips, mechanically strong, heat-resistant, etc. Indicators of mechanical strength, heat resistance, protection class, and optical characteristics of the glass must be confirmed by the results of tests in test centers accredited for the right to conduct them.

Glass thickness, mm

not less than 10.

Roof:
metal frame;

coating type:

- tinted cellular polycarbonate,

thickness, mm

not less than 10;

fastening system:

- rubber seals and aluminum clamps;

racks (metal):

- pipe of square section, mm

(GOST 8639 - 82, 13663-86)

not less than 100x100x5;

fastening of racks:
- anchor on reinforced concrete foundations GOST 24379.1-80

not less than M24;

overall dimensions of the pavilion:

length, mm

not less than 5500

width, mm

not more than 1800

height, mm

not more than 2455

metal surfaces are treated by:
- direct galvanizing by gas-thermal or galvanic method (zinc-filled soils and enamels are not allowed);

- polymer powder coating

(GOST 9.410-88)

(paint-RAL 7022) (or equivalent);

it is necessary to provide marking of fencing structures of the waiting pavilion for people with disabilities

Infobox:

is established on one side of the pavilion in coordination with the Customer

the framework is spatial

pipe of square section

(GOST 8639-82, 13663-86)

not less than 30x30x2mm;

casing

composite sheet, thickness

not less than 3 mm;

information insert on two sides (full-color printing on moisture-resistant paper) protective cover on the information insert - sheet monolithic polycarbonate transparent 
thickness, mm 
not less than 3 (on both sides); 
the flaps of the box on both sides are equipped with a rotary mechanism with a latch, open uphill 
The title of the pavilion 

Information sign: Dibond composite material (or equivalent) 
thickness, mm 
not less than 3; 
letters: 
sheet acrylic 
thickness, mm 
not less than 4; 
Signboard frame 
pipe of square section (GOST 8639-82, 13663-86) 
20x20x2 mm 
Fastening of a sign to a wind lath of a pavilion: 
bolts M10, pcs 
not less than – 2
Board for the schedule of public transport with marking the location of a particular waiting pavilion:

tempered glass thickness, mm

not less than 6

tire sheet:

thickness, mm

not less than 1

fastening system:

- rubber seals and aluminum clamps;

Information stand:

metal frame:

- profile pipe (GOST 8639-82, 13663-86)

not less than 60х60х3 mm;

- angle steel (DSTU 2251-93)

not less than 25х25х3 mm;

- sheet metal (DSTU 2651-2005 /

GOST380-2005)

Thickness, mm

not less than 3

surface for ads/posters:

- Getinax or bakelite plywood

 thickness, mm

not less than 10;

overall dimensions of a board of the stand, mm

not more than h = 860xL = 1200;

metal surfaces are treated by:
- direct galvanizing by gas-thermal or galvanic method (zinc-filled soils and enamels are not allowed);

- polymer powder coating (GOST 9.410-88)

(paint-RAL 7022) (or equivalent) information stand will be installed:

- anchor on a reinforced concrete foundation (GOST 24379.1-80)

not less than M24;

overall dimensions of the information stand:

width, mm

not less than 1560

height, mm

not less than 2010
Sand container:

sheet metal (DSTU 2651-2005 /

GOST380-2005)

thickness, mm

not less than 2

frame:

profile pipe

(GOST 8639-82, 13663-86)

not less than 20х20х2 mm;

container mounting:

- anchor on a reinforced concrete foundation (GOST 24379.1-80)

not less than M24;

metal surfaces are treated by:

- direct galvanizing by gas-thermal or galvanic method (zinc-filled soils and enamels are not allowed);

- polymer powder coating

(GOST 9.410-88)

(paint-RAL 7022) (or equivalent)

overall dimensions of the container:

width, mm

not more than 700

height, mm

not more than 800

depth, mm

not more than 500
Waiting bench:

- wooden, with a protective coating;

- a pipe of square section (GOST 8639-82), mm

not less than 100x100x5;

- anchor on a reinforced concrete foundations (GOST 24379.1-80)

not less than M24

- angle steel (DSTU 2251-93), mm

not less than 45x45x3;

- metal sheet (DSTU 2651-2005 / GOST 380-2005):

Thickness, mm

not less than 6;

metal surfaces are treated by:

- direct galvanizing by gas-thermal or galvanic method (zinc-filled soils and enamels are not allowed);

- polymer powder coating

(GOST 9.410-88)

(paint-RAL 7022) (or equivalent;

Overall dimensions:

Length, mm

not less than 3000

width, mm

not less than 400

height, mm

not less than 560
Trash bin:

stand:

- steel pipe (3262-75),

diameter, mm

not less than Dy 25х2,5;

basket:

- the sheet punched (GOST 14818-80) in the thickness, mm

not less than 1

the trash can (garbage basket) is established:

- anchor on a reinforced concrete foundation (GOST 24379.1-80)

not less than M24;

metal surfaces are treated by:

- direct galvanizing by gas-thermal or galvanic method (zinc-filled soils and enamels are not allowed);

- polymer powder coating

(GOST 9.410-88)

(paint-RAL 7022) (or equivalent);

Overall dimensions:

width, mm

not less than 438

height, mm

not less than 974
	
	

	2.2
	Warranty period
	For metal structures of the Goods, the warranty period of operation is not less than 120 months from the date of acceptance of works. 
The warranty period for galvanized and polymer coating is not less than 60 months from the date of acceptance of works.
	
	

	2.3
	Quality guarantee of goods
	Considering that the waiting pavilion is a respective structure that can withstand wind, snow, and other loads, it is mandatory to have a certificate of conformity for the waiting pavilion of the established template. The price offer shall include a scanned copy of the certificate of conformity signed by the authorized person, certified by the manufacturer's wet seal and manufacturer's letter of guarantee of delivery, as well as a copy of the first page and pages with a drawing or sketch containing information about technical parameters, specifications from the single base of specifications of Ukraine or other normative and technical documentation and state standards according to which the waiting pavilion is manufactured. A certificate in any form with a description of the technology used for galvanizing metal surfaces shall be provided, with reference to the technical documentation, and a copy of the technical specifications included into a single database of Ukraine or another valid state standard under which the operation is performed shall be attached.

According to the requirements of the Law of Ukraine “On Ensuring the Sanitary and Epidemic Welfare of the Population”, products that could potentially harm a person and has direct contact with a person must undergo a sanitary-epidemiological examination.
As part of the tender documentation, provide a copy of the conclusion of the state sanitary-epidemiological examination to the waiting pavilion.

To provide a copy of the bearing capacity test report, or bearing capacity calculations performed by a certified specialist.

To provide a certified copy of the manufacturer's wet seal of the quality management system to the requirements of DSTU ISO 9001: 2015. If the participant has his own production, the participant provides a copy of the production certificate of the established sample.

Failure to comply with the above conditions is grounds for rejection of the proposal. 
	
	


DETAILED TECHNICAL SPECIFICATION OF INFORMATION BOARD / ДЕТАЛЬНА ТЕХНІЧНА СПЕЦІФІКАЦІЯ ІНФОРМАЦІЙНОГО ТАБЛО
	№з/п
	Найменування и показники
	Значення

	1
	Габаритний розмір табло в мм. (Без кріплення)
	 Не менше 1322 x 682 x 80

	2
	Сторін індикації
	1

	
	Кількість службових рядків
	1

	3
	Розподільна здатність службового рядка, у точках
	Не менше 128х16

	4
	Кількість інформаційних рядків («номер маршруту», «пункт призначення», “ прибуття  через: «1-го»; «2-го»”)
	4 

	5
	Розподільна здатність  інформаційного рядка, у точках
	Не менше 128х7

	6
	Висота знака інформаційного рядка, в мм. 
	Не менше 70

	7
	Елемент індикації світлодіод
	світлодіод

	8
	Діаметр пікселя, мм 
	5

	9
	Колір відображення динамічної інформації
	жовтий

	10
	Потужність, Макс / Номінальна,  В*А
	380/150

	11
	Маса табло, кг, не більше 
	35

	12
	Напруга живлення
	24 В

	13
	Робочий інтервал температур
	від - 25 до + 45 град. С

	14
	Додаткові функції, наявність
	3G-модуля для дистанційного управління та моніторингу роботи табло

	
	
	системи управління виведення інформації на екран табло при використанні 3G-каналу

	
	
	IP відеокамери 2 MP

	
	
	автоматичного регулювання яскравості світіння табло в залежності від зовнішнього освітлення.

	15
	Періодичність зміни інформації на табло 
	Регулювання періодичності зміни інформації на табло - до 2 хвилин

	16
	Гарантійний строк
	Не менше 1 року 

	17
	Конструкція
	Забезпечує захист від попадання вологи та кріплення табло на стовп освітлення або стіну


Загальні вимоги

1. Інформаційне табло для оповіщення пасажирів про час прибуття громадського транспорту на зупинку з живленням від контактної мережі («ГРАН СВД ЗН-СН-Y 128x4x10 VD» або аналог)

2. Кількість – 12 комплектів.

3. Табло повинно забезпечити цілодобове виведення інформації про фактичний час прибуття громадського транспорту на зупинку.

4. Табло складається з службових та інформаційних рядків. В службовому рядку відображається інформація про поточний час, інформація про зміни в транспортному русі, соціальна реклама та інша інформація. Табло складається з одного службового рядка. Інформаційних рядків повинно бути стільки, скільки маршрутів обслуговує табло. Якщо кількість маршрутів перевищує кількість інформаційних рядків, то ПЗ повинно забезпечувати відображення усіх маршрутів в покадровому або іншому аналогічному режимі.

5. Табло повинно відображати інформацію в службовому рядку і в автономному режимі, навіть якщо зв'язок з сервером відсутній.

6. Табло після подачі живлення повинно забезпечити тестування, та у разі виявлення несправностей виводити повідомлення про помилки.

7. Основні технічні характеристики табло приведені в таблиці нижче
8. Табло зупинок підключається до контактної мережі електротранспорту, табло повинно постачатися в комплекті з пристроєм, що забезпечує вихідну напругу 24 В DC при вхідній напрузі в діапазоні от 480 В до 1000 В DC ( SITOP PSU400M 20A (Siemens 6EP1536-3AA00), в комплекті з автоматичним вимикачем C60PV-DC, 3A (Schneider Electric A9N61655), або аналоги. Пристрій повинен поставлятися в спеціальному волого- та пилозахисному боксі стандарту не менше IP65.

9. До складу табло повинно входити обладнання для відеоспостереження на зупинках громадського транспорту. Відеоінформація передається по 3G каналу

10. Табло має поставлятися в комплекті з кріпленням до стовпа.

11. Програмне забезпечення табло має забезпечувати взаємодію з сервером, що надає дані, за погодженим протоколом.
Табло має вміти прочитати інформацію зі сторінки: адреса? stopid = 50933

де в параметрі stopid потрібно вказати код зупинки, і подивитися коди в URL сторінки.

Приклад відповіді:

stop, 50933

trol, 15, b-a, 75222,1301, ЖМР "Західний"

trol, 15, b-a, 77108,1822, ЖМР "Західний"

trol, 12, b-a, 75943,1819 Z, Приміська автостанція №2

У відповіді є секції для кожного запитаного коду зупинки з заголовком "stop" і кодом зупинки. У кожній наступній рядку йде опис прибуття машини: тип транспорту (bus, trol, tram, minibus), номер маршруту, код напрямку (ab, ba, ad, буква d позначає депо), прогноз часу прибуття в секундах від 00:00, гаражний номер та тип машини (Z - низькопідлогова машина), назва пункту призначення.
12. Наявність можливості віддаленої установки параметрів в табло: виводити тільки муніципальний транспорт (без маршрутних таксі) / виводити увесь транспорт.

13. У цілях забезпечення ремонтопридатності всі електронні модулі табло повинні бути взаємозамінними з модулями табло зупинок, які вже експлуатуються.

14. Програмне забезпечення контролера повинно бути сумісним з вже функціонуючими версіями програмного забезпечення та забезпечувати наступництво надання інформації для потенційних пасажирів, що чекають транспорту.
General Specification
1. Information board to notify passengers about the time of arrival of public transport at a stop powered by the catenary (“GRAN SVD ZN-SN-Y 128x4x10 VD” or equivalent)

2. Quantity - 12 sets.

3. The board must provide round-the-clock display of information about the actual time of arrival of public transport at the stop.

4. The board consists of service and information lines. The service bar displays information about the current time, information about changes in traffic, social advertising and other information. The board consists of one service line. There should be as many information lines as there are routes served by the board. If the number of routes exceeds the number of information lines, the software must display all routes in frame-by-frame or other similar mode.

5. The dashboard should display information in the service bar and offline, even if there is no connection to the server.

6. The power supply board should provide testing after the power supply, and in case of malfunctions to display error messages.

7. The main technical characteristics of the information board are given in Table 1.
8. The stop information board is connected to the contact network of electric vehicles, the board must be supplied completed with a device that provides an output voltage of 24 V DC at an input voltage in the range from 480 V to 1000 V DC (SITOP PSU400M 20A (Siemens 6EP1536-3AA00), in a set with circuit breaker C60PV-DC, 3A (Schneider Electric A9N61655) or equivalents. The device must be delivered in a special moisture and dust protection box of at least IP65 standard.

9. The board should include equipment for video surveillance at public transport stops. Video information is transmitted over a 3G channel.
10. The board should be delivered in a set with fastening to a column.

11. The information board software shall communicate with the server providing the data according to an agreed protocol.

The information board must be able to read information from the page: address? stopid = 50933

where in the stopid parameter you need to specify a stop code, and look at the codes in the page URL.

Example of the answer:

stop, 50933

trol, 15, b-a, 75222,1301, residential district “Zakhidnyi”
trol, 15, b-a, 77108,1822, residential district “Zakhidnyi”
trol, 12, b-a, 75943,1819 Z, Suburban bus station №2
The answer has sections for each requested stop code with a “stop” header and a stop code. Each following line describes the arrival of the car: type of transport (bus, trol, tram, minibus), route number, direction code (ab, ba, ad, letter d indicates depot), arrival time forecast in seconds from 00:00, garage number and type of machine (Z - low-floor machine), name of destination. 
12. Possibility of remote setting of parameters in the board: to display only municipal transport (without minibuses) / to display all transport. 

13. In order to ensure maintainability, all electronic board modules must be interchangeable with stop board modules that are already in use.

14. The controller's software must be compatible with existing versions of the software and ensure the continuity of the provision of information to potential passengers waiting for transport.

	№з/п
	Specification  
	Units

	1
	Dimensions in mm (without fixing)
	 Not less than 1322 x 682 x 80

	2
	Indication side 
	1

	
	Number of Service lines  
	1

	3
	Resolution of the service line, in dots

	Not less than 128х16

	4
	Number of information lines («rout number», «destination», “Arrival of: «1»; «2 »”)
	4 

	5
	Resolution of information line in dots  
	Not less than128х7

	6
	Height of information line in mm. 
	Not less than 70

	7
	Indication element  
	LED element

	8
	Pixel diameter in mm
	5

	9
	Color of display of dynamic information  
	yellow

	10
	Power, Max / Nominal,  В*А
	380/150

	11
	Weight kg, not more  
	35

	12
	Voltage 
	24 В

	13
	Temp range 
	from - 25 tо + 45 С

	14
	Additional Functions / Items
	3G module for remote control and monitoring of the board



	
	
	control systems for displaying information on the screen when using a 3G channel

	
	
	IP cameras 2 MP

	
	
	  automatic adjustment of the brightness of the glow of the scoreboard depending on the external lighting.

	15
	Frequency of information change  
	Up to 2 min  

	16
	Warranty 
	Min 1 year  

	17
	Structure
	To ensure moist protection  and  possibility of  mounting to a pole or a wall  
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